. | ; | . x%x. e = ....._
sy ____,___‘ /= | m,._ v |
_ L @n _
= ; - A ,,,




M8 Connector Designation RSWN

T:Straight head S:Angle

Needle/Number of pin holes

M:Needle (male) F:Hole (female)

P:With shield None: without shielding

Product range

M8 Connector Harness Naming

g —Fp —M/F—Ji03 — iT/s —B.0 r
BK:black OG: orange

texture of material: PVC, PUR, TL

Harness length: 3m, 5m, 10m
T:Straight head S:Angle

Number of pins/holes

M:Needle (male) F:Hole (female)

P:With shield None: without shielding

Product range



M8 Connector RSW N

Field-wireable  Screw terminals

Product drawing Product size Partnumber Pins Assignment
4
| M8-M03T

I § % ),
. M8-M04 ’ )
! y 8-M04T €9,

4
. M8-FO3T 31

3 4 :

- K 4,52
® M8-F04T £9,

11 ]

4
” 2 4
M8-M04S €9,

4
M8-F03S 31
4 2
M8-F04S €9,
2 4
M8P-MO04T €9,
4 =2
M8P-FO4T 31

Specification and model 3core 4core

Length/Material Could be customized according to different enviroment ,like extrame tempreture and acid/alkali

Rated voltage Rated current Crimping method Degree of protection | Ambient temperature Crimping range Cable outlet diameter

60V AC/DC MAX.4A Screw crimping IP65 -25~+85°C 0.14~0.5mm’ 3.5~5.0mm

Optional cable

Product Number Product Number
PVC3core Black line PVC3C0.25.BK PVC3core Gray line PVC3C0.25.GY
PUR3core Black line PUR3CO.25.BK PUR3core Gray line PUR3C0.25.GY
Drag Chain3core Black line TL3C0.25.BK Drag Chain3core Gray line TL3CO0.25.GY
black/BK gray/GY

Product Number Product Number

PVCécore Shielded black wire PVC4C0.25PBK PVC4core Shielded grey line PVC4C0.2BGY
PURA4core Shielded black wire PUR4C0.25PBK PURA4core Shielded grey line PUR4C0.25P.GY

Drag Chain 4 core Shielded black wire TL4C0.25P.BK Drag Chain4core Shielded grey line TL4C0.25P.GY
black/BK gray /GY



M8 Connector

Front Mounting

Product drawing

Product size Mounting

282

0110
8x
M8x0.5
2100

211.0
73
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Partnumber

FLQ-M8-F03(M8)-HB

FLQ-M8-F04(M8)-HB

FLQ-M8-M03(M8)-HB

FLQ-M8-M04(M8)-HB

FLQ-M8-M03(M8)-0.2
FLQ-M8-M03(M8)-0.3
FLQ-M8-M03(M8)-0.5
FLQ-M8-M03(M8)-1.0
FLQ-M8-M03(M8)-2.0
FLQ-M8-M04(M8)-0.2
FLQ-M8-M04(M8)-0.3
FLQ-M8-M04(M8)-0.5
FLQ-M8-M04(M8)-1.0
FLQ-M8-M04(M8)-2.0
FLQ-M8-F03(M8)-0.2
FLQ-M8-F03(M8)-0.3
FLQ-M8-F03(M8)-0.5
FLQ-M8-F03(M8)-1.0
FLQ-M8-F03(M8)-2.0
FLQ-M8-F04(M8)-0.2
FLQ-M8-F04(M8)-0.3
FLQ-M8-F04(M8)-0.5
FLQ-M8-F04(M8)-1.0
FLQ-M8-F04(M8)-2.0

Length/Material Could be customized according to different enviroment ,like extrame tempreture and acid/alkali

RSWN

Pins Assignment
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Rated voltage 60 V AC/DC

Rated current MAX.4A

Degree of protectionaccord withlEC 60529standard IP67

Ambient temperature -25~+85°C

Cable length 0.2m 0.3m 0.5m m




M8 Connector

Back Mounting
Product drawing

Product size

211.0,

M8x 1

M10

211.0

M8x1

<

o

[S]

18.5
12,0,
{MM

——
F—

M10,

9.1

Mounting
Dimension

8.2

2103

2103

Partnumber

FLH-M8-M03(M8)-HB

FLH-M8-MO04(M8)-HB

FLH-M8-F03(M10)-HB

FLH-M8-F04(M10)-HB

FLH-M8-MO03(M8)-0.2
FLH-M8-MO03(M8)-0.3
FLH-M8-MO03(M8)-0.5
FLH-M8-M03(M8)-1.0
FLH-M8-MO03(M8)-2.0
FLH-M8-M04(M8)-0.2
FLH-M8-M04(M8)-0.3
FLH-M8-M04(M8)-0.5
FLH-M8-MO04(M8)-1.0
FLH-M8-M04(M8)-2.0
FLH-M8-F03(M10)-0.2
FLH-M8-F03(M10)-0.3
FLH-M8-F03(M10)-0.5
FLH-M8-FO3(M10)-1.0
FLH-M8-FO3(M10)-2.0
FLH-M8-F04(M10)-0.2
FLH-M8-F04(M10)-0.3
FLH-M8-F04(M10)-0.5
FLH-M8-F04(M10)-1.0
FLH-M8-F04(M10)-2.0

Length/Material Could be customized according to different enviroment ,like extrame tempreture and acid/alkali

RSWN

Pins Assignment
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Rated voltage 60 V AC/DC

Rated current MAX.4A

Degree of protectionaccord withlEC 60529standard IP67

Ambient temperature -25~+85°C

Cable length 0.2m 0.3m 0.5m m 2m




M8 Connector

Flange mounting

Product drawing Product size Mounting Dimension

210.3

9.1

212.0

Y-type connector

Product drawing Product size W;’;%%S;iﬁ;i?‘
w Male Femal Female
1 2
| P —— |
4
3 >ﬁ 3
4 >
Fem = 1234
Female

Y-M8-M04/2F03

fhFLFamale ififL.Famale
"P1" "p2"

M8 Female plastic dust cover (external thread)
Product drawing Hole drawing

Partnumber

FL-M8-M03/F03(M10)

FL-M8-M04/F04(M10)

Wiring diagram
Partnumberl

Female

1

3
4

Y-M8-M03/2F03-A

Y-M8-M03/2F03-B

swi0

1

Female
2

——< 1

N 3
)ihja

T

7

RSWN

Pins Assignment
1@3 31
&

Pins Assignment

Y-M8-M04/2F03

4 4 4
31 1@3 31

Y-M8-M03/2F03-A

4 4 4
31 1@3 3"

Partnumberl

M8-F-FCG/S



M8 Connector Harness

Material and Leng

PVC

Towchain
Towchain

Towchain

Material and Length

PVC
PVC

Towchain

Towchain

Towchain

With Open End

Product drawing

Male head 3co
M8-M03T-3.0PVC/BK
M8-M03T-5.0PVC/BK
M8-M03T-10.0PVC/BK
M8-M03T-3.0PUR/BK
M8-M03T-5.0PUR/BK
M8-M03T-10.0PUR/BK
M8-M03T-3.0TL/BK
M8-M03T-5.0TL/BK
M8-M03T-10.0TL/BK

black3m
black5m
black10m
black3m
black5m
black10m
black3m
black5m
black10m

With Open End

Product drawing

Product size

-

Male head4co
M8-M04T-3.0PVC/BK
M8-M04T-5.0PVC/BK
M8-M04T-10.0PVC/BK
M8-M04T-3.0PUR/BK
M8-M04T-5.0PUR/BK
M8-M04T-10.0PUR/BK
M8-MO04T-3.0TL/BK
M8-M04T-5.0TL/BK
M8-M04T-10.0TL/BK

Product size
—e——

M8x1

——29.1

ale head3core
M8-F03T-3.0PVC/BK
M8-F03T-5.0PVC/BK
M8-F03T-10.0PVC/BK
M8-F03T-3.0PUR/BK
M8-F03T-5.0PUR/BK
M8-F03T-10.0PUR/BK
M8-F03T-3.0TL/BK
M8-FO3T-5.0TL/BK
M8-F03T-10.0TL/BK

20.0

Male head3core
black3m
black5m
black10m
black3m
black5m
black10m
black3m
black5m
black10m

M8-M03S-3.0PVC/BK
M8-M03S-5.0PVC/BK
M8-M03S-10.0PVC/BK
M8-M03S-3.0PUR/BK
M8-M03S-5.0PUR/BK
M8-M03S-10.0PUR/BK
M8-M03S-3.0TL/BK
M8-M03S-5.0TL/BK
M8-M03S-10.0TL/BK

Male head4core

M8-M04S-3.0PVC/BK
M8-M04S-5.0PVC/BK
M8-M045-10.0PVC/BK
M8-M04S-3.0PUR/BK
M8-M04S-5.0PUR/BK
M8-M04S-10.0PUR/BK
M8-M04S-3.0TL/BK
M8-MO04S-5.0TL/BK
M8-M045-10.0TL/BK

M8x1

Female head3core
M8-F03S-3.0PVC/BK
M8-F03S-5.0PVC/BK
M8-F035-10.0PVC/BK
M8-F03S-3.0PUR/BK
M8-F035-5.0PUR/BK
M8-F03S-10.0PUR/BK
M8-F03S-3.0TL/BK
M8-F035-5.0TL/BK
M8-F035-10.0TL/BK

Length/Material Could be customized according to different enviroment like extrame tempreture and acid/alkali

RSWN

Pins Assignment

o N
130 O1

Female head4core
M8-F04T-3.0PVC/BK
M8-F04T-5.0PVC/BK
M8-F04T-10.0PVC/BK
MB8-F04T-3.0PUR/BK
MB8-F04T-5.0PUR/BK
M8-F04T-10.0PUR/BK
M8-F04T-3.0TL/BK
M8-F04T-5.0TL/BK
M8-F04T-10.0TL/BK

Pins Assignment

0 o8
330 Oy

Female head4core
M8-F04S-3.0PVC/BK
M8-F04S-5.0PVC/BK
M8-F04S-10.0PVC/BK
M8-F04S-3.0PUR/BK
M8-F04S-5.0PUR/BK
M8-F04S-10.0PUR/BK
M8-F04S-3.0TL/BK
M8-F04S-5.0TL/BK
M8-F04S-10.0TL/BK

Rated voltage

60 V DC+25%

Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) IP67
Ambient temperature -25~+85°C




M8 Connector Harness

With Open End

Product drawing

Material and Length
PVC black3m
PVC black5m
PVC black10m
PUR black3m
PUR black5m
PUR black10m

black3m

black5m
black10m

Towchain
Towchain

Towchain

With Open End

ol
‘@: PNP type]

Product size

L
f

Female head3core
M8-FO3T-LED-3.0PVC/BK
M8-FO3T-LED-5.0PVC/BK
M8-F03T-LED-10.0PVC/BK
M8-FO3T-LED-3.0PUR/BK
M8-FO3T-LED-5.0PUR/BK
M8-FO3T-LED-10.0PUR/BK
M8-F03T-LED-3.0TL/BK
M8-FO3T-LED-5.0TL/BK
M8-FO3T-LED-10.0TL/BK

Product drawing

Material and Length
PVC black3m
PVC black5m
PVC black10m
PUR black3m
PUR black5m
PUR black10m

black3m

black5m
black10m

Towchain

Towchain

Towchain

Male head3core
M8P-MO03T-3.0PVC/BK
M8P-M03T-5.0PVC/BK
M8P-M03T-10.0PVC/BK
M8P-MO03T-3.0PUR/BK
M8P-M03T-5.0PUR/BK
M8P-MO03T-10.0PUR/BK
M8P-M03T-3.0TL/BK
M8P-MO03T-5.0TL/BK
M8P-M03T-10.0TL/BK

375
— 29—

| m

M8x1

10.8

20.0

Female head4core
M8-F04T-LED-3.0PVC/BK
M8-F04T-LED-5.0PVC/BK
M8-F04T-LED-10.0PVC/BK
M8-F04T-LED-3.0PUR/BK
MB8-F04T-LED-5.0PUR/BK
M8-F04T-LED-10.0PUR/BK
M8-F04T-LED-3.0TL/BK
M8-F04T-LED-5.0TL/BK
M8-F04T-LED-10.0TL/BK

Shield

Product size

Male head4core
M8P-MO04T-3.0PVC/BK
M8P-M04T-5.0PVC/BK
M8P-M04T-10.0PVC/BK
M8P-M04T-3.0PUR/BK
M8P-MO04T-5.0PUR/BK
M8P-M04T-10.0PUR/BK
M8P-M04T-3.0TL/BK
M8P-MO04T-5.0TL/BK
M8P-M04T-10.0TL/BK

Female head3co
M8-F03S-LED-3.0PVC/BK
M8-F03S-LED-5.0PVC/BK
M8-F03S-LED-10.0PVC/BK
M8-F03S-LED-3.0PUR/BK
M8-F03S-LED-5.0PUR/BK
M8-F03S-LED-10.0PUR/BK
M8-F03S-LED-3.0TL/BK
M8-F03S-LED-5.0TL/BK
M8-F03S-LED-10.0TL/BK

Female head3core
M8P-F03T-3.0PVC/BK
M8P-F03T-5.0PVC/BK
M8P-F03T-10.0PVC/BK
M8P-F03T-3.0PUR/BK
M8P-FO3T-5.0PUR/BK
M8P-F03T-10.0PUR/BK
M8P-F03T-3.0TL/BK
M8P-F03T-5.0TL/BK
M8P-F03T-10.0TL/BK

Length/Material Could be customized according to different enviroment ,like extrame tempreture and acid/alkali

RSWN

Pins Assignment

4 4 A - X
OO ON@)
3 13 13O oo 9,

Female head4core
M8-F04S-LED-3.0PVC/BK
M8-F04S-LED-5.0PVC/BK
M8-F04S-LED-10.0PVC/BK
M8-F04S-LED-3.0PUR/BK
M8-F04S-LED-5.0PUR/BK
M8-F04S-LED-10.0PUR/BK
M8-F04S-LED-3.0TL/BK
M8-F04S-LED-5.0TL/BK
M8-F04S-LED-10.0TL/BK

Pins Assignment

2 4
1‘3
Female head4core

M8P-F04T-3.0PVC/BK
M8P-F04T-5.0PVC/BK
M8P-F04T-10.0PVC/BK
M8P-F04T-3.0PUR/BK
M8P-F04T-5.0PUR/BK
M8P-F04T-10.0PUR/BK
M8P-F04T-3.0TL/BK
M8P-F04T-5.0TL/BK
M8P-F04T-10.0TL/BK

Rated voltage

60V DC+25%

Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) P67
Ambient temperature -25~+85°C




M8 Connector Harness

With Open End

Product drawing

Material and Length
PVC black3m
PVC black5m
PVC black10m
PUR black3m
PUR black5m
PUR black10m

black3m

black5m
black10m

Towchain
Towchain

Towchain

RSWN

Shield

Product size Pins Assignment

4 4
2 4 4 2
1 33 1 OO0
1 .0 O

Male head3core
MB8P-M03S-3.0PVC/BK
M8P-M03S-5.0PVC/BK
MB8P-M03S-10.0PVC/BK
M8P-M03S-3.0PUR/BK
M8P-M03S-5.0PUR/BK
M8P-M03S-10.0PUR/BK
M8P-M03S-3.0TL/BK
M8P-M03S-5.0TL/BK
M8P-M03S-10.0TL/BK

Double end pre cast wire harness

Product drawing

Material and Length

PVC black3m
PVC black5m
PVC black10m
PUR black3m
PUR black5m
PUR black10m
black3m
black5m
black10m

Towchain

Towchain

Towchain

Male head4core male head3core male head4core
MB8P-M04S-3.0PVC/BK
M8P-M04S-5.0PVC/BK
MB8P-M04S-10.0PVC/BK
M8P-M04S-3.0PUR/BK
M8P-M04S-5.0PUR/BK
M8P-M04S-10.0PUR/BK
MB8P-M04S-3.0TL/BK
M8P-M04S-5.0TL/BK

M8P-M04S-10.0TL/BK

M8P-F03S-3.0PVC/BK
M8P-F03S-5.0PVC/BK
M8P-F03S-10.0PVC/BK
M8P-F03S-3.0PUR/BK
M8P-F03S-5.0PUR/BK

M8P-F04S-3.0PVC/BK
M8P-F04S-5.0PVC/BK
M8P-F04S-10.0PVC/BK
M8P-F04S-3.0PUR/BK
M8P-F04S-5.0PUR/BK
M8P-F03S-10.0PUR/BK
M8P-F03S-3.0TL/BK
M8P-F03S-5.0TL/BK
M8P-F03S-10.0TL/BK

M8P-F04S-10.0PUR/BK
M8P-F04S-3.0TL/BK
M8P-F04S-5.0TL/BK
M8P-F04S-10.0TL/BK

Product size Pins Assignment

4 4
37.5 2 4 4 2
29—~ % 00
s 1 3 3 1
E 1 ,,O0 O,
M8x 4{ O

4core
M8-MO04T/F04T-3.0PVC/BK
M8-MO04T/F04T-5.0PVC/BK
M8-MO04T/F04T-10.0PVC
M8-MO04T/F04T-3.0PUR/BK
M8-MO04T/F04T-5.0PUR/BK
M8-MO04T/F04T-10.0PUR/BK
M8-MO04T/F04T-3.0TL/BK
M8-MO04T/F04T-5.0TL/BK
M8-MO04T/F04T-10.0TL/BK

M8-M03T/F03T-3.0PVC/BK
M8-MO03T/F03T-5.0PVC/BK
M8-M03T/F03T-10.0PVC/BK
M8-MO03T/F03T-3.0PUR/BK
M8-M03T/FO3T-5.0PUR/BK
M8-MO03T/F03T-10.0PUR/BK
M8-MO03T/F03T-3.0TL/BK
M8-M03T/FO3T-5.0TL/BK
M8-MO03T/F03T-10.0TL/BK

Length/Material Could be customized according to different enviroment ,like extrame tempreture and acid/alkali

Rated voltage

60 V DC+25%

Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) P67
Ambient temperature -25~+85°C




M8 Connector Harness RSWN

Double end pre cast wire harness

Product drawing Product size Pins Assignment

4 ) 42 4
1 31 3

1 31 3

PVC black3m M8-M03T/M03S-3.0PVC/BK M8-MO4T/M045-3.0PVC/BK
PVC blacksm M8-M03T/M035-5.0PVC/BK M8-MOA4T/M04S-5.0PVC/BK
PVC black10m M8-M03T/M03S-10.0PVC/BK M8-MO4T/M04S-10.0PVC/BK
PUR black3m M8-M03T/M035-3.0PUR/BK M8-MO4T/M04S-3.0PUR/BK
PUR black5m M8-M03T/M035-5.0PUR/BK M8-M04T/M04S-5.0PUR/BK
PUR black10m M8-M03T/M03S-10.0PUR/BK M8-M04T/M045-10.0PUR/BK
Towchain black3m M8-M03T/M03S-3.0TL/BK M8-M04T/M04S-3.0TL/BK

Towchain black5m M8-M03T/M03S-5.0TL/BK M8-M04T/MO04S-5.0TL/BK
Towchain black10m M8-M03T/M03S-10.0TL/BK M8-M04T/M04S-10.0TL/BK

Double end pre cast wire harness @[ PNP typd

Bek ED oy

Product drawing Product size Pins Assignment

4 4
4

Material and Length
PVC black3m M8-MO3T/F03T-LED-3.0PVC/BK M8-MO4T/FO4T-LED-3.0PVC/BK
PVC black5m M8-MO3T/FO3T-LED-5.0PVC/BK M8-MO4T/FO4T-LED-5.0PVC/BK

PVC black10m M8-M03T/FO3T-LED-10.0PVC/BK M8-MO04T/F04T-LED-10.0PVC/BK
PUR black3m M8-M03T/FO3T-LED-3.0PUR/BK M8-MO4T/FO4T-LED-3.0PUR/BK
PUR black5m M8-M03T/FO3T-LED-5.0PUR/BK M8-M04T/FO4T-LED-5.0PUR/BK
PUR black10m M8-MO03T/F03T-LED-10.0PUR/BK M8-MO4T/FO4T-LED-10.0PUR/BK
Towchain black3m M8-MO03T/FO3T-LED-3.0TL/BK M8-MO04T/FO04T-LED-3.0TL/BK
Towchain black5m M8-M03T/FO3T-LED-5.0TL/BK M8-MOAT/FO4T-LED-5.0TL/BK
Towchain black10m M8-MO03T/FO3T-LED-10.0TL/BK M8-MO04T/FO4T-LED-10.0TL/BK

Length/Material Could be customized according to different enviroment ,like extrame tempreture and acid/alkali

Rated voltage 60 V DC+25%
Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) P67

Ambient temperature -25~+85°C




M8 Connector Harness RSWN

0
: PNP type

Double end pre cast wire harness e teDlamp

Product drawing Product size Pins Assignment
4
4
2 4 4 2
OO
=1 3 3 1
1 J ;O Oy

PVC black3m M8-MO03T/F03S-LED-3.0PVC/BK M8-MOA4T/F04S-LED-3.0PVC/BK
PVC black5m M8-MO03T/F03S-LED-5.0PVC/BK M8-MO04T/F04S-LED-5.0PVC/BK
PVC black10m M8-MO03T/F03S-LED-10.0PVC/BK M8-MO04T/F04S-LED-10.0PVC/BK
PUR black3m M8-MO03T/F03S-LED-3.0PUR/BK M8-MOA4T/F04S-LED-3.0PUR/BK
PUR black5m M8-MO03T/F03S-LED-5.0PUR/BK M8-MO04T/F04S-LED-5.0PUR/BK
PUR black10m M8-MO03T/F03S-LED-10.0PUR/BK M8-MO04T/F04S-LED-10.0PUR/BK
Towchain black3m M8-MO03T/F03S-LED-3.0TL/BK M8-MO04T/F04S-LED-3.0TL/BK
Towchain black5m M8-MO03T/F03S-LED-5.0TL/BK M8-MO4T/F04S-LED-5.0TL/BK
Towchain black10m M8-MO03T/F03S-LED-10.0TL/BK M8-MO04T/F04S-LED-10.0TL/BK

002

aterial an g

Double end pre cast wire harness

Product drawing Product size Pins Assignment

4 4 2 4
4 2
8 OO0
1 33 'I,I 330 O1

4core
black3m M8-M03S/F03S-3.0PVC/BK M8-M04S/F04S-3.0PVC/BK
black5m M8-M03S/F03S-5.0PVC/BK M8-M04S/F04S-5.0PVC/BK
black10m M8-M03S/F03S-10.0PVC/BK M8-M04S/F04S-10.0PVC/BK
black3m M8-M03S/F03S-3.0PUR/BK M8-M04S/F04S-3.0PUR/BK

black5m M8-M03S/F03S-5.0PUR/BK M8-M04S/F04S-5.0PUR/BK

black10m M8-M03S/F03S-10.0PUR/BK M8-M04S/F04S-10.0PUR/BK
Towchain black3m M8-M03S/F03S-3.0TL/BK M8-MO04S/F04S-3.0TL/BK
Towchain black5m M8-M03S/F03S-5.0TL/BK M8-M04S/F04S-5.0TL/BK
Towchain black10m M8-M03S/F03S-10.0TL/BK M8-M04S/F04S-10.0TL/BK

Length/Material Could be customized according to different enviroment ,like extrame tempreture and acid/alkali

Rated voltage 60 V DC+25%
Cable specification 3*0.25mm? 4*0.25mm?2
ProtectionClass(IEC 60529) P67

Ambient temperature -25~+85°C




M8 Connector Harness RSWN

Double end pre cast wire harness EO oo

Belt £ lamp.

Product drawing Product size Pins Assignment

; 375 ' 4 4
M . “794ﬁ \Q 3 2 44002

Material and Length 3core 4core

PVC black3m M8-M03S/FO3T-LED-3.0PVC/BK M8-M04S/F04T-LED-3.0PVC/BK
PVC black5m M8-M03S/F03T-LED-5.0PVC/BK M8-M04S/FO4T-LED-5.0PVC/BK
PVC black10m M8-M03S/F03T-LED-10.0PVC/BK M8-M04S/F04T-LED-10.0PVC/BK
PUR black3m M8-M03S/FO3T-LED-3.0PUR/BK M8-M04S/F04T-LED-3.0PUR/BK
PUR black5m M8-M03S/FO3T-LED-5.0PUR/BK M8-M04S/FO4T-LED-5.0PUR/BK
PUR black10m M8-M03S/FO3T-LED-10.0PUR/BK M8-M04S/FO4T-LED-10.0PUR/BK
Towchain black3m M8-M03S/FO3T-LED-3.0TL/BK M8-M04S/F04T-LED-3.0TL/BK
Towchain black5m M8-M03S/FO3T-LED-5.0TL/BK M8-M04S/F04T-LED-5.0TL/BK
Towchain black10m M8-M03S/F03T-LED-10.0TL/BK M8-M04S/FO4T-LED-10.0TL/BK

Double end pre cast wire harness 02 (=
Product drawing Product size Pins Assignment
29— 4 4
h EES o 2 4 4 2
! l’fj = OO0
© 3
1 3 : 330 O
M8x1

=1 1001~

Material and Length 3core 4core
PVC black3m M8-M03S/F03S-LED-3.0PVC/BK M8-M04S/F04S-LED-3.0PVC/BK
PVC blacksm M8-M03S/F03S-LED-5.0PVC/BK M8-M04S/F04S-LED-5.0PVC/BK
PVC black10m M8-M03S/F035-LED-10.0PVC/BK M8-MO04S/F04S-LED-10.0PVC/BK
PUR black3m M8-M03S/F03S-LED-3.0PUR/BK M8-M04S/F04S-LED-3.0PUR/BK

PUR black5m M8-M03S/F03S-LED-5.0PUR/BK M8-M04S/F04S-LED-5.0PUR/BK
PUR black10m M8-M03S/F03S-LED-10.0PUR/BK M8-M04S/F04S-LED-10.0PUR/BK
Towchain black3m M8-M03S/F03S-LED-3.0TL/BK M8-M04S/F04S-LED-3.0TL/BK
Towchain black5m M8-M03S/F03S-LED-5.0TL/BK M8-M04S/F04S-LED-5.0TL/BK
Towchain black10m M8-M03S/F03S-LED-10.0TL/BK M8-M04S/F04S-LED-10.0TL/BK

Length/Material Could be customized according to different enviroment ,like extrame tempreture and acid/alkali

Rated voltage 60V DC+25%
Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) P67

Ambient temperature -25~+85°C




M8 Connector Harness

RSWN

Double end pre cast wire harness Shield

Product drawing Product size

‘7-7237—-¢'5ﬁ4i ‘ 3 4 12 4 4 Ooz
M8x1 4? 1 } 1 330 O1

Material and Length 3core 4core

Pins Assignment

PVC
PVC
PVC
PUR
PUR
PUR
Towchain
Towchain

Towchain

black3m
black5m
black10m
black3m
black5m
black10m
black3m
black5m
black10m

M8P-MO03T/F03T-3.0PVC/BK
M8P-MO03T/F03T-5.0PVC/BK
M8P-MO03T/F03T-10.0PVC/BK
M8P-MO03T/F03T-3.0PUR/BK
M8P-MO03T/FO3T-5.0PUR/BK
M8P-MO03T/F03T-10.0PUR/BK
M8P-MO03T/F03T-3.0TL/BK
M8P-MO03T/F03T-5.0TL/BK
M8P-MO03T/F03T-10.0TL/BK

M8P-MO04T/F04T-3.0PVC/BK
M8P-MO04T/FO4T-5.0PVC/BK
M8P-MO04T/F04T-10.0PVC/BK
M8P-MO04T/F04T-3.0PUR/BK
M8P-MO04T/FO4T-5.0PUR/BK
M8P-MO04T/F04T-10.0PUR/BK
M8P-MO04T/FO4T-3.0TL/BK
M8P-MO04T/F04T-5.0TL/BK
M8P-MO04T/F04T-10.0TL/BK

Double end pre cast wire harness e

Product drawing Product size Pins Assignment

Towchain

Towchain

Towchain

black3m
black5m
black10m
black3m
black5m
black10m
black3m
black5m
black10m

3core
M8P-MO03T/F03S-3.0PVC/BK
M8P-MO03T/F03S-5.0PVC/BK
M8P-M03T/F03S-10.0PVC/BK
M8P-MO03T/F03S-3.0PUR/BK
M8P-MO03T/F03S-5.0PUR/BK
M8P-MO03T/F03S-10.0PUR/BK
M8P-MO03T/F03S-3.0TL/BK
M8P-MO03T/F03S-5.0TL/BK
M8P-MO03T/F03S-10.0TL/BK

4 4
: 40022 4
3 L 330 011 s

4core
M8P-MO04T/F04S-3.0PVC/BK
M8P-MO04T/F04S-5.0PVC/BK
M8P-MO04T/F04S-10.0PVC/BK
M8P-MO04T/F04S-3.0PUR/BK
M8P-MO04T/F04S-5.0PUR/BK
M8P-MO04T/F04S-10.0PUR/BK
M8P-MO04T/F04S-3.0TL/BK
M8P-MO04T/F04S-5.0TL/BK
M8P-MO04T/F04S-10.0TL/BK

Length/Material Could be customized according to different enviroment like extrame tempreture and acid/alkali

Rated voltage

60V DC+25%

Cable specification 3*0.25mm? 4*0.25mm?2
ProtectionClass(IEC 60529) P67
Ambient temperature -25~+85°C




M8 Connector Harness

RSWN

Double end pre cast wire harness Shield

Product size

Product drawing

Pins Assignment

4 4
4 22 4
Vil OO
3 1
1 3,0 O
M8x1 3 11 3

-l 100 |-

<[l
w1l
o1

26.6

Mat:
PVC
PVC
PVC
PUR
PUR
PUR
Tow
Tow

Tow:

Double

erial and Len
black3m
black5m
black10m
black3m
black5m
black10m
chain black3m
chain black5m
chain black10m

end pre cast wire harness

Product drawing

Material and Length

PVC
PVC
PVC
PUR
PUR

PUR

Towchain
Towchain

Towchain

black3m
black5m
black10m
black3m
black5m
black10m
black3m
black5m
black10m

3core
M8P-M03S/F03S-3.0PVC/BK
M8P-M03S/F03S-5.0PVC/BK

M8P-M03S/F03S-10.0PVC/BK

M8P-M03S/F03S-3.0PUR/BK
M8P-M03S/F03S-5.0PUR/BK

M8P-M03S/F03S-10.0PUR/BK

M8P-M03S/F03S-3.0TL/BK
M8P-M03S/F03S-5.0TL/BK
M8P-M03S/F03S-10.0TL/BK

Product size

M8-M03T/M12-F03T-3.0PVC/BK
M8-M03T/M12-F03T-5.0PVC/BK
M8-M03T/M12-FO3T-10.0PVC/BK
M8-M03T/M12-FO3T-3.0PUR/BK
M8-M03T/M12-F03T-5.0PUR/BK

M8-M03T/M12-FO3T-10.0PUR/BK
M8-M03T/M12-F03T-3.0TL/BK
M8-MO03T/M12-F03T-5.0TL/BK
M8-M03T/M12-F03T-10.0TL/BK

4core
M8P-M04S/F04S-3.0PVC/BK
M8P-M04S/F04S-5.0PVC/BK
M8P-M04S/F04S-10.0PVC/BK
M8P-M04S/F04S-3.0PUR/BK
M8P-M04S/F04S-5.0PUR/BK
M8P-MO04S/F04S-10.0PUR/BK
M8P-M04S/F04S-3.0TL/BK
M8P-M04S/F04S-5.0TL/BK
MB8P-MO04S/F04S-10.0TL/BK

Pins Assignment

4 2 2
2 4 o

1 31 3 1o 0]
1 3 e)
4 4

4core
M8-M04T/M12-F04T-3.0PVC/BK
M8-M04T/M12-F04T-5.0PVC/BK
M8-M04T/M12-F04T-10.0PVC/BK
M8-MO04T/M12-F04T-3.0PUR/BK
M8-M04T/M12-F04T-5.0PUR/BK
M8-M04T/M12-F04T-10.0PUR/BK
M8-M04T/M12-F04T-3.0TL/BK
M8-M04T/M12-F04T-5.0TL/BK
M8-M04T/M12-F04T-10.0TL/BK

Length/Material Could be customized according to different enviroment like extrame tempreture and acid/alkali

Rated voltage 60V DC+25%

Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) P67

Ambient temperature -25~+85°C




M8 Connector Harness RSWN

Double end pre cast wire harness

Product drawing Product size Pins Assignment

4 2 2
0] 2 4 o)
8 1 3110 O3 11O O3
o /1 3 o)
7 = 7

4core

PVC black3m M8-M03T/M12-F03S-3.0PVC/BK M8-MO04T/M12-F04S-3.0PVC/BK
PVC black5m M8-M03T/M12-F03S-5.0PVC/BK M8-M04T/M12-F04S-5.0PVC/BK
PVC black10m M8-MO03T/M12-F03S-10.0PVC/BK M8-MO04T/M12-F04S-10.0PVC/BK
PUR black3m M8-M03T/M12-F03S-3.0PUR/BK M8-M04T/M12-F04S-3.0PUR/BK
PUR black5m M8-M03T/M12-F03S-5.0PUR/BK M8-M04T/M12-F04S-5.0PUR/BK

PUR black10m M8-M03T/M12-F03S-10.0PUR/BK M8-M04T/M12-F04S-10.0PUR/BK
Towchain black3m M8-MO03T/M12-F03S-3.0TL/BK M8-M04T/M12-F04S-3.0TL/BK
Towchain black5m M8-M03T/M12-F03S-5.0TL/BK M8-M04T/M12-F04S-5.0TL/BK
Towchain black10m M8-M03T/M12-F03S-10.0TL/BK M8-M04T/M12-F04S-10.0TL/BK

Double end pre cast wire harness (ji NP typ

Product drawing Product size Pins Assignment
4 2 )
o 2 4 o
1 3 O O 1o o3
o 1 3 o
4 - Z

PVC black3m M8-M03T/M12-FO3T-LED-3.0PVC/BK M8-M04T/M12-FO4T-LED-3.0PVC/BK
PVC black5m M8-M03T/M12-FO3T-LED-5.0PVC/BK M8-M04T/M12-FO4AT-LED-5.0PVC/BK
PVC black10m M8-M03T/M12-FO3T-LED-10.0PVC/BK M8-MO04T/M12-FOAT-LED-10.0PVC/BK
PUR black3m M8-M03T/M12-FO3T-LED-3.0PUR/BK M8-M04T/M12-FO4T-LED-3.0PUR/BK
PUR black5m M8-M03T/M12-FO3T-LED-5.0PUR/BK M8-M04T/M12-FO4T-LED-5.0PUR/BK

eng 3core

PUR black10m M8-M03T/M12-F03T-LED-10.0PUR/BK M8-M04T/M12-FOAT-LED-10.0PUR/BK
Towchain black3m M8-M03T/M12-FO3T-LED-3.0TL/BK M8-MO04T/M12-FOAT-LED-3.0TL/BK
Towchain black5m M8-M03T/M12-FO3T-LED-5.0TL/BK M8-MO04T/M12-FOAT-LED-5.0TL/BK
Towchain black10m M8-M03T/M12-FO3T-LED-10.0TL/BK M8-MO04T/M12-FO4T-LED-10.0TL/BK

Length/Material Could be customized according to different enviroment like extrame tempreture and acid/alkali

Rated voltage 60V DC+25%
Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) P67

Ambient temperature -25~+85°C




M8 Connector Harness RSWN

Double end pre cast wire harness @E e yp)

Ber LD lamp

Product drawing Product size Pins Assignment

4 2 P
O 2 4 0
l“ e (o o) (5% o)
i O 1 3 )
4 - 4

I
Material and Length 4core

PVC black3m M8-MO03T/M12-F03S-LED-3.0PVC/BK M8-MO4T/M12-F04S-LED-3.0PVC/BK
PVC black5m M8-MO03T/M12-F03S-LED-5.0PVC/BK M8-MO4T/M12-F04S-LED-5.0PVC/BK
PVC black10m M8-M03T/M12-F03S-LED-10.0PVC/BK M8-MO4T/M12-F04S-LED-10.0PVC/BK
PUR black3m M8-MO3T/M12-F03S-LED-3.0PUR/BK M8-MO04T/M12-F045-LED-3.0PUR/BK
PUR black5m M8-M03T/M12-F03S-LED-5.0PUR/BK M8-M04T/M12-F045-LED-5.0PUR/BK
PUR black10m M8-M03T/M12-F03S-LED-10.0PUR/BK M8-MO4T/M12-F04S-LED-10.0PUR/BK
Towchain  black3m M8-M03T/M12-F03S-LED-3.0TL/BK M8-MO4T/M12-F04S-LED-3.0TL/BK
Towchain  black5m M8-M03T/M12-F03S-LED-5.0TL/BK M8-MO4T/M12-F04S-LED-5.0TL/BK
Towchain  black10m M8-MO03T/M12-F03S-LED-10.0TL/BK M8-MO4T/M12-F04S-LED-10.0TL/BK

Double end pre cast wire harness

Product drawing Product size Pins Assignment
4 2
o\ ? 4 o
1 3110 O3 11O O3
o} 1 3 o)
z - 7

Material and Length 4core
PVC black3m M8-M03S/M12-F03S-3.0PVC/BK M8-M04S/M12-F04S-3.0PVC/BK
black5m M8-M03S/M12-F03S-5.0PVC/BK M8-M04S/M12-F04S-5.0PVC/BK
black10m M8-M03S/M12-F035-10.0PVC/BK M8-M04S/M12-F045-10.0PVC/BK
black3m M8-M03S/M12-F035-3.0PUR/BK M8-M045/M12-F04S-3.0PUR/BK

PUR black5m M8-M03S/M12-F03S-5.0PUR/BK M8-M04S/M12-F04S-5.0PUR/BK
PUR black10m M8-M03S/M12-F03S-10.0PUR/BK M8-M04S/M12-F04S-10.0PUR/BK
Towchain black3m M8-M03S/M12-F03S-3.0TL/BK M8-M04S/M12-F04S-3.0TL/BK
Towchain black5m M8-M03S/M12-F03S-5.0TL/BK M8-M04S/M12-F04S-5.0TL/BK
Towchain black10m M8-M03S/M12-F03S-10.0TL/BK M8-M04S/M12-F04S-10.0TL/BK

Length/Material Could be customized according to different enviroment like extrame tempreture and acid/alkali

Rated voltage 60 V DC+25%
Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) P67

Ambient temperature -25~+85°C




M8 Connector Harness

Double end pre cast wire harness

Product drawing

Material an gth
PVC black3m
PVC black5m
PVC black10m
PUR black3m
PUR black5m
PUR black10m
Towchain black3m
Towchain black5m

Towchain black10m

Double end pre cast wire harness

Product drawing

black3m
black5m
black10m
black3m
black5m

black10m

Towchain black3m

Towchain black5m

Towchain black10m

e
'@: PNP type

Bek £D amp

Product size

M8-M03S/M12-FO3T-LED-3.0PVC/BK
M8-M03S/M12-F03T-LED-5.0PVC/BK
M8-M03S/M12-FO3T-LED-10.0PVC/BK
M8-M03S/M12-FO3T-LED-3.0PUR/BK
M8-M03S/M12-FO3T-LED-5.0PUR/BK
M8-M03S/M12-FO3T-LED-10.0PUR/BK
M8-M03S/M12-FO3T-LED-3.0TL/BK
M8-M03S/M12-FO3T-LED-5.0TL/BK
M8-M03S/M12-FO3T-LED-10.0TL/BK

e
'@: PNP type

Product size
F—— 29.1—

,

M8-M03S/M12-F03S-LED-3.0PVC/BK
M8-M03S/M12-F03S-LED-5.0PVC/BK
M8-M03S/M12-F03S-LED-10.0PVC/BK
M8-M03S/M12-F03S-LED-3.0PUR/BK
M8-M03S/M12-F03S-LED-5.0PUR/BK
M8-M03S/M12-F03S-LED-10.0PUR/BK
M8-M03S/M12-F03S-LED-3.0TL/BK
M8-M03S/M12-F03S-LED-5.0TL/BK
M8-M03S/M12-F03S-LED-10.0TL/BK

RSWN

Pins Assignment

4 2

o\ 2 4 o
1 3 1O O3 11O O3

@] 1 3 ©]

7 = 2

4core

M8-M04S/M12-F04T-LED-3.0PVC/BK
M8-M04S/M12-FOAT-LED-5.0PVC/BK
M8-M04S/M12-F04T-LED-10.0PVC/BK
M8-M04S/M12-F04T-LED-3.0PUR/BK
M8-M04S/M12-F04T-LED-5.0PUR/BK
M8-M04S/M12-F04T-LED-10.0PUR/BK
M8-M04S/M12-F04T-LED-3.0TL/BK

M8-M04S/M12-FOAT-LED-5.0TL/BK
M8-M04S/M12-FOAT-LED-10.0TL/BK

Pins Assignment

4 2
o 2 N o
i 1 310 OJs o o);
@) 1 3 o)
4 - 2
4core

MB8-M04S/M12-F04S-LED-3.0PVC/BK
M8-M04S/M12-F04S-LED-5.0PVC/BK
M8-M04S/M12-F04S-LED-10.0PVC/BK
M8-M04S/M12-F04S-LED-3.0PUR/BK
M8-M04S/M12-F04S-LED-5.0PUR/BK
M8-M04S/M12-F04S-LED-10.0PUR/BK
M8-M04S/M12-F04S-LED-3.0TL/BK

M8-M04S/M12-F04S-LED-5.0TL/BK
M8-M04S/M12-F04S-LED-10.0TL/BK

Length/Material Could be customized according to different enviroment ,like extrame tempreture and acid/alkali

Rated voltage

60 V DC+25%

Cable specification 3*0.25mm? 4*0.25mm?2
ProtectionClass(IEC 60529) P67
Ambient temperature -25~+85°C




M8 Connector Harness

Double end pre cast wire harness

Product drawing

PvC
PVC
PVC
PUR
PUR
PUR
Towchain
Towchain

Towchain

Double end pre cast wire harness

Product drawing

L e ]

Material and

PvC
PVC
PVC
PUR
PUR
PUR
Towchain
Towchain

Towchain

black3m
black5m
black10m
black3m
black5m
black10m
black3m
black5m
black10m

Length

black3m
black5m
black10m
black3m
black5m
black10m
black3m
black5m
black10m

Product size

M8-M03T/M12-F03T-3.0PVC/BK
M8-M03T/M12-F03T-5.0PVC/BK
M8-M03T/M12-F03T-10.0PVC/BK
M8-M03T/M12-F03T-3.0PUR/BK
M8-M03T/M12-F03T-5.0PUR/BK
M8-M03T/M12-F03T-10.0PUR/BK
M8-M03T/M12-F03T-3.0TL/BK
M8-M03T/M12-F03T-5.0TL/BK
M8-M03T/M12-F03T-10.0TL/BK

Product size

482

M12-M03T/M8-F03S-3.0PVC/BK
M12-M03T/M8-F03S-5.0PVC/BK
M12-M03T/M8-F03S-10.0PVC/BK
M12-M03T/M8-F03S-3.0PUR/BK
M12-M03T/M8-F03S-5.0PUR/BK
M12-M03T/M8-F03S-10.0PUR/BK
M12-M03T/M8-F03S-3.0TL/BK
M12-M03T/M8-F03S-5.0TL/BK
M12-M03T/M8-F03S-10.0TL/BK

RSWN

Pins Assignment

M8-M04T/M12-F04T-3.0PVC/BK
M8-M04T/M12-FO4T-5.0PVC/BK
M8-M04T/M12-FOAT-10.0PVC/BK
M8-M04T/M12-F04T-3.0PUR/BK
M8-M04T/M12-FO4T-5.0PUR/BK
M8-M04T/M12-FO4T-10.0PUR/BK
M8-M04T/M12-F04T-3.0TL/BK
M8-M04T/M12-F04T-5.0TL/BK
M8-M04T/M12-F04T-10.0TL/BK

4 2 5
o} 2 4 o
° 1 3 o}
4 - 4

Pins Assignment

2 4

4core
M12-M04T/M8-F04S-3.0PVC/BK
M12-M04T/M8-F04S-5.0PVC/BK
M12-M04T/M8-F04S-10.0PVC/BK
M12-M04T/M8-F04S-3.0PUR/BK
M12-M04T/M8-F04S-5.0PUR/BK

M12-MO04T/M8-F04S-10.0PUR/BK
M12-MO04T/M8-F04S-3.0TL/BK
M12-M04T/M8-F04S-5.0TL/BK
M12-MO04T/M8-F04S-10.0TL/BK

2 4
0 0¥

HO O

Grey cable

GY

Length/Material Could be customized according to different enviroment like extrame tempreture and acid/alkali

Rated voltage

60 V DC£25%

Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) P67
Ambient temperature -25~+85°C




M8 Connector Harness

Double end pre cast wire harness

Product drawing

Material and Length
PVC black3m
PVC black5m
PVC black10m
PUR black3m
PUR black5m
PUR black10m
Towchain black3m
Towchain black5m

Towchain black10m

Double end pre cast wire harness

Product drawing

Material and Length
PVC black3m
PVC black5m
PVC black10m
PUR black3m
PUR black5m
PUR black10m
Towchain black3m
Towchain black5m

Towchain black10m

Q\.
@: PNP type)

Product size

M8-M03T/M12-FO3T-LED-3.0PVC/BK
M8-M03T/M12-FO3T-LED-5.0PVC/BK
M8-M03T/M12-FO3T-LED-10.0PVC/BK
M8-M03T/M12-FO3T-LED-3.0PUR/BK
M8-M03T/M12-F03T-LED-5.0PUR/BK
M8-M03T/M12-FO3T-LED-10.0PUR/BK
M8-M03T/M12-FO3T-LED-3.0TL/BK
M8-M03T/M12-FO3T-LED-5.0TL/BK
M8-M03T/M12-FO3T-LED-10.0TL/BK

N
@: PNP type)

Product size

14.6

215

M12-M03T/M8-F03S-LED-3.0PVC/BK
M12-M03T/M8-F03S-LED-5.0PVC/BK
M12-M03T/M8-F03S-LED-10.0PVC/BK
M12-M03T/M8-F03S-LED-3.0PUR/BK
M12-M03T/M8-F03S-LED-5.0PUR/BK
M12-M03T/M8-F03S-LED-10.0PUR/BK
M12-M03T/M8-F03S-LED-3.0TL/BK
M12-M03T/M8-F03S-LED-5.0TL/BK
M12-M03T/M8-F03S-LED-10.0TL/BK

RSWN

Pins Assignment

4 2 5
o} 2 4 o
° 1 3 o}
4 - 4

4core
M8-M04T/M12-FOAT-LED-3.0PVC/BK
M8-MO04T/M12-F04T-LED-5.0PVC/BK
M8-MO04T/M12-F04T-LED-10.0PVC/BK
M8-MO04T/M12-FO4T-LED-3.0PUR/BK
M8-M04T/M12-FOAT-LED-5.0PUR/BK
M8-MO04T/M12-F04T-LED-10.0PUR/BK
M8-MO04T/M12-F04T-LED-3.0TL/BK
M8-MO04T/M12-F04T-LED-5.0TL/BK
M8-M04T/M12-FO4T-LED-10.0TL/BK

Pins Assignment

2 4 2 4 5
OO
LY
Z 4 )

4core

M12-MO04T/M8-F04S-LED-3.0PVC/BK
M12-MO04T/M8-F04S-LED-5.0PVC/BK
M12-MO04T/M8-F04S-LED-10.0PVC/BK
M12-M04T/M8-F04S-LED-3.0PUR/BK
M12-MO04T/M8-F04S-LED-5.0PUR/BK

M12-MO04T/M8-F04S-LED-10.0PUR/BK
M12-MO04T/M8-F04S-LED-3.0TL/BK
M12-M04T/M8-F04S-LED-5.0TL/BK
M12-MO04T/M8-F04S-LED-10.0TL/BK

Length/Material Could be customized according to different enviroment ,like extrame tempreture and acid/alkali

Rated voltage

60 V DC+25%

Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) P67
Ambient temperature -25~+85°C




M8 Connector Harness

Double end pre cast wire harness

Product drawing

Material and Length

PVC
PVC

black3m
black5m

PVC 10btack

PUR
PUR
PUR
Towchain
Towchain

Towchain

black3m
black5m
black10m
black3m
black5m
black10m

Double end pre cast wire harness

Product drawing

Material and Length

PVC
PVvC
PVvC
PUR
PUR
PUR
Towchain
Towchain

Towchain

black3m
black5m
black10m
black3m
black5m
black10m
black3m
black5m
black10m

Shield

Product size

M8P-MO03T/M12P-FO3T-3.0PVC/BK
M8P-MO03T/M12P-FO3T-5.0PVC/BK
M8P-MO03T/M12P-F03T-10.0PVC/BK
M8P-MO03T/M12P-F03T-3.0PUR/BK
M8P-MO03T/M12P-F03T-5.0PUR/BK
M8P-MO03T/M12P-FO3T-10.0PUR/BK
M8P-MO03T/M12P-FO3T-3.0TL/BK
M8P-MO03T/M12P-FO3T-5.0TL/BK
M8P-MO03T/M12P-F03T-10.0TL/BK

Shield

Product size

M8P-M03S/M12P-F03S-3.0PVC/BK
M8P-M03S/M12P-F03S-5.0PVC/BK
M8P-M03S/M12P-F03S-10.0PVC/BK
M8P-M03S/M12P-F03S-3.0PUR/BK
M8P-M03S/M12P-F03S-5.0PUR/BK

M8P-M03S/M12P-F03S-10.0PUR/BK
M8P-M03S/M12P-F03S-3.0TL/BK
M8P-M03S/M12P-F03S-5.0TL/BK
M8P-M03S/M12P-F03S-10.0TL/BK

RSWN

Pins Assignment

4core

M8P-MO04T/M12P-F04T-3.0PVC/BK
M8P-MO04T/M12P-F04T-5.0PVC/BK
M8P-MO04T/M12P-F04T-10.0PVC/BK
M8P-MO04T/M12P-F04T-3.0PUR/BK
M8P-MO04T/M12P-F04T-5.0PUR/BK
M8P-MO04T/M12P-F04T-10.0PUR/BK
M8P-MO04T/M12P-F04T-3.0TL/BK
M8P-MO04T/M12P-F04T-5.0TL/BK
M8P-MO04T/M12P-F04T-10.0TL/BK

Pins Assignment

M8P-M04S/M12P-F04S-3.0PVC/BK
M8P-M04S/M12P-F04S-5.0PVC/BK
M8P-M04S/M12P-F04S-10.0PVC/BK
M8P-M04S/M12P-F04S-3.0PUR/BK
M8P-M04S/M12P-F04S-5.0PUR/BK
M8P-M04S/M12P-F04S-10.0PUR/BK
M8P-M04S/M12P-F04S-3.0TL/BK
M8P-M04S/M12P-F04S-5.0TL/BK
M8P-M04S/M12P-F04S-10.0TL/BK

Length/Material Could be customized according to different enviroment like extrame tempreture and acid/alkali
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Rated voltage

60V DC+25%

Cable specification 3*0.25mm? 4*0.25mm?
ProtectionClass(IEC 60529) P67
Ambient temperature -25~+85°C




