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Bus module

Bus Protocol

Dimension (LxWxH)

Power Interface

Ripple Wave

No-Load Current

Shell Material

Weight

Install

Supply Voltage

UA Total Current

Ambient Temperature

US Total Ccurrent

Storage Temperature

Protection Grade

Profi Net

690 g

237 x 62 x 22.8 (mm)

M5 Screw

7/8”Interface

18 ... 30,2 V DC, Corresponding To EN 61131-2

< 1 %

9A

9A

-5 °C … +70 °C

-20 °C … +70 °C

IP67(When All Protective Nuts Are Installed)

IO L -P N -8 M 1 2 A -F L M

AUX power port

I/O ports

Fieldbus port
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Wiring Diagram

quality management system

Interface

IOL Port

Communication Version

8*IO-Link  or 8DI/DO

IO-Link 1.1.3



Bus module

Dimension (LxBxH)

Ripple Wave

No-Load Current

Shell Material

Weight

Supply Voltage

UA total Current

US total Current

Ambient Temperature

Storage Temperature

Protection Grade IP67(When All Protective Nuts Are Installed)

Input Signal

Load Current(PIN 1)

IO-Link

IO

ABS+PC

245 g

155 x 60 x 22.8 (mm)

Max. 200 mA (Temperature-Dependent)

PNP, Type 3

18 ... 30,2 V DC, Corresponding To EN 61131-2

< 1 %

3,5 A

9A

-5 °C … +70 °C

-20 °C … +70 °C

IO L -1 6 D I / D O P -M 1 2 A -F L P

quality management system

Partnumber

port

port


